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Harsco Access Group
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Hünnebeck

is one of the world's leading
suppliers of scaffolding and formwork
products for both rental and sale. A full
range of services including erection,
transport, technical support and training,
are provided as a matter of course.
All SGB products are manufactured
in accordance with Quality Management
Systems certified to ISO 9000.

Established in London in 1909, SGB
is now part of one of the worlds
largest access groups. The company has
an annual turnover of over 580 million
dollars and employs over 4000 people
in 110 branches throughout the world.
Since 1999 SGB has formed part
of the ,
with partner companies and now

. Together they have
a turnover of 870 million dollars.

Our future lies in the hands
of customers. Central to our philosophy
of customer satisfaction are the principles
of partnership, the latest top quality
equipment, faultless service
and continuous innovation. Our objective
is always to be number one in our field
and thereby help our customers deliver
top performance. You too can become
our partner in this third millennium.
We are here to help.



Wall Formwork Panel
Systems

The unique LOGIK 60 clamp accurately
aligns the panels and clamps them
tightly with a single hammer blow.
No further reinforcing is required for
crane handling.

LOGIK 60 Standard Clamp

The LOGIK 50 clamp is light weight
and easy to apply. Like the LOGIK 60
clamp, it aligns and clamps the panels
with a single hammer blow.

LOGIK 50 Standard Clamp

LOGIK, from SGB, is a new system of
wall formwork panels and accessories
which offers a highly effective solution
for a wide range of applications.
The LOGIK system is a highly versatile,
modular system offering panels suitable
formanual handling orcrane assembly.
This versatility allows its use for walls,
foundations, shafts and columns.
A wide range of panel sizes ensures
that an appropriately sized formwork
structure can always be created.
The robust panel design and high
quality plywood surface give a concrete
finish which will satisfy the most
demanding requirements.
The powder-coated steel finish option
decreases concrete adhesion, reducing
maintenance costs, whilst hot -dip
galvanising gives an even more robust
alternative. The LOGIK panel system
comes in two versions: LOGIK 50
is designed for manual handling,
LOGIK 60 is a crane -handled system.
Both panel types are connected
by simple 'quick-fix' clamps which align
the panels and clamp them tightly
together with a single hammer blow,
preventing grout loss. Multiple tie holes
allow for tie rods and plates, positioned
for maximum strength.



Crane-handledPanel System

A robust panel system is designed
for crane handling and is capable of
accommodating concrete pressures of
up to 60 kN/m whilstgivingthehighest
quality concrete finish.
Maximum concrete pressure
of 80 kN/m can be reached without
structural damage to the s stem. Tough
powder coating or hot -dipped galvani
sed finish keep panel maintenance
to a minimum.

y
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The panels feature a special 140 mm
deeprolledsteel profile and highquality
18 mmplywood which is supported
at 300mm centres and edge -sealed in
polyurethane.
Multiple tie holes are regularly spaced
and positioned togivemaximumstiffness
and strength.

LOGIK panels are constructed to
the highest tolerances and are connec
ted using a unique balanced wedge
coupler which is quick and simple
toapply and is fastened with a single
hammer blow. The coupler aligns and
clamps the panels and provides
sufficient rigidity for crane lifting without
further reinforcement. This allows repea
ted applications of the formwork assem
bly without time consuming dismantling.
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Special Components

Flexibility

The LOGIK system provides a wide
range of panel sizes, with dimensions
designed to give the maximum number
of panel configurations.

Stop End Tie

Internal Hinged Corner

External
Hinged
Corner

Internal
Hinged
Corner

T picaly Corner Solution

T picaly Variable Angle Solution

Internal
Corner

External
Corner

A number of special components,
including internal and external corner
pieces allow more complex designs
to be achieved.

enables effective
and variable solution for formwork ends.
Stop End Tie



Panel System
for Manual Handling
The LOGIK 50 system is a versatile,
50 kN/m panel system with unit
weights of approximately 35 kg/m .
This makes it suitable for projects
requiring manual handling or where
crane access is restricted or impractical.
LOGIK 50 is designed to be quick and
simple to erect and utilises
a self -aligning panel clamp similar
to the LOGIK 60 coupler.

y traditional systems.

The light -weight LOGIK 50 clamp
is pre -adjusted and held in place with
one hand and locked with a hammer
blow. The clamp can be used
in a range of horizontal or vertical
positions to give a rigid, tight
connection which prevents grout loss.
Tie holes are regularly spaced and
positioned for maximum strength.
Amount of clamps required for rigid
connection is smaller comapring
to man

LOGIK 50 features a special 100 mm
deep roller steel profile and 15 mm
pl wood edge sealed in pol urethane.y y



Special Components

Flexibility

The LOGIK 50 component range
is highly adaptable and produces
a high quality formwork structure that is
quick and easy to install and avoids
time -consuming special timber elements
or extra support.

Internal andexternal cornerunitsareavai
lable to create more complex shapes.

-

External
Hinge

External Hinge

Internal Hinge

Hinge Corner

Internal
Corner

Internal
Hinge

External
Angle



Single Side Forms

LOGIK can also be used to form
single -sided wall forms in conjunction
with SGB MULTIFORM components
in an A Frame configuration.

Range of available stabilisers guaranties
that stable wall assemblies can be
achieved.
Walkway brackets provide safe access
for workers where required.

Stabiliser

Details
of Anchoring

Walkway
Bracket

Working Platforms
and Stabilisers



Columns Forms

Standard panelscanbeusedtocreate
rigid, high quality column formwork
in a wide range of sizes. Specially
designed column couplers give a tight
connection and remove the need
for time -consuming timber work.

Circular Forms

The best is to use which
is the first pl wood

LOGIK 360
y -faced truly circular

panel formwork system. Smooth curves
down to 4 m radius can be created.
Thepatented design of LOGIK 360
demonstrates SGB Formwork´s innovati -
ve approach to circular formwork.
LOGIK 360 has very few components,
cutting the chances of site losses to an
absolute minimum. A LOGIK 360 wall
is constructed with a 1,24m Inner
Panel, a 1,25m Outer Panel,
LOGIK 60 Ties and Tie Washers,
and LOGIK 60 Adjustable Clamps.
See special brochure for details.

Standard LOGIK panelscan be used
to create curved structures byusing their
versatile panel clamps and tie plates
with wooden inserts.

The multi -hole open profilereinforcing
crosspieces on the 90/60/45cm panels
permit both the passage of tie -rods
in various positions and the installation
of angels and pillars using a windmill
flange system.



Adjustable Clamps
and Connectors

Top TieRod Holder

Supports tie rods across the top
of the formwork, ensuring maximum,
rigidity and accuracy of the formwork
during concrete pouring, reducing
the need for tie rods passing through
the concrete.

Adjustable Clamps Adjustable Clamps

Top tie rod holder

Tie AssemblyTie Assembly LOGIK 60LOGIK 50

Aligment WalerJoint Plate Channels LOGIK 50/60

LOGIK 50 LOGIK 60

LOGIK 50/60

The LOGIK panel system is designed
to cover the maximum range
of formwork applications without
the requirement forspecial infillelements
produced on site. To help achieve this,
a range of specialist accessories
has been developed.

Adjustable clamps give the option
of including wooden or steel filler
profiles of up to 150 mm between
the panels.

Reinforces the panel connection where
infill elements are used, allowing one
tie rod to secure several panels.

Aligns and reinforces the panel joint
when filler pieces wider than 150 mm
are employed.

Adjustable clamps and connectors

Joint Plate Channel

Alignment Waler



Crane Hook

Manoeuvring large panel assemblies
is one of the most critical activities
when pouring large concrete structures.
The LOGIK crane hook is designed
specifically to provide the security
and balancerequiredforsafemovement
of the panels.

Transport Bracket

The transport bracket allows LOGIK
panels to be safely and securely
transported. It clamps up to 8 panels
together, speeding up loading
and protecting the panels from damage.

Plastic cone inserts used inside tie holes
guarantee no slip of panels when
transported in bundles.



Wall Panels

Corners

Internal Corners

94,1
84,5
46,0
38,5

3000 x 300/2
2700 x 300
1500 x 300
1200 x 300

590600
590601
590602
590603

593600
593601
593602
593603

External Angle

34,84
31,42
17,71
14,27

2700
1500
1200

900

590621
590622
590623
590624

593621
593622
593623
593624

Internal Hinge

89,8
81,3
46,6
38,1

3000
2700
1500
1200

593610
593611
593612
593613

590610
590611
590612
590613

External Hinge

54,6
30,7

2700
1500

593631
593632

590631
590632

) Multiple perforated sections ) only for sale

340,0
165,1
131,3
97,6
75,7
62,0

308,6
149,9
116,9
87,0
68,6
56,1
81,5
72,7
52,9
39,8
32,4

1 2

3000 x 2400/2
3000 x 1200/2
3000 x 900/2  )
3000 x 600/2  )
3000 x 450/2  )
3000 x 300/2
2700 x 2400  )
2700 x 1200  )
2700 x 900  )  )
2700 x 600  )  )
2700 x 450  )  )
2700 x 300  )
1500 x 1200
1500 x 900  )
1500 x 600  )
1500 x 450  )
1500 x 300

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

590520
590522
590524
590525
590526
590527
590500
590502
590503
590504
590505
590506
590540
590541
590542
590543
590544

593520
593522
593524
593525
593526
593527
593500
593502
593503
593504
593505
593506
593540
593541
593542
593543
593544



Size: 3,0 m
: 590824

Size

Code
Weight: 12,0 kg

: 4,5 m
Code: 590826

Weight: 17,5 kg

Head

Body

Butt

Code:
590822
Weight:
11,2 kg

2700x50 mm
Code:

590641
1500x50mm

Code:
590642

1200x50mm
Code:

590644

Code: 590700
: 5,3 kgWeight

: 590803
: 1,8 kg

Code
Weight

: 590710
: 2,3 kg

Code
Weight

: 590701
Weight: 6,1 kg
Code

Transport BracketFiller Profile

Sleeving ConeAll Clamp Standard L60 Tie Washer/Nut DW 15

Extension Bracket  L60

Clamp Adjustable L60

: 421848Code

Plastic Sleeving

Code: 421847

Column Coupler L60

Stabiliser

Code: 590722
Weight: 4,5 kg

Stop End Tie Holder

Code: 590805
Weight: 1,6 kg

Top Tie Rod Holder

Code: 590801
Weight: 1,1 kg

Alignment Waler

: 590823
: 7,4 kg

Code
Weight

Joint Plate Channel

Size: 500 mm
: 590721

: 7,6 kg
Code
Weight
Size: 800 mm
Code: 590722
Weight: 11,9 kg

: 590735
Code Chain: 590736

Weight: 6,6 kg

Code Hook

Crane Hook L60 with Chain

Size: 3000x350/2 mm
Code: 590655

Weight: 45,0 kg
Size: 1500x350mm

Code: 590652
Weight: 32,2 kg

Size: 1200x350mm
Code: 590653

Weight: 19,0 kg

Filler Plate

A-Frame Connector Assembly

Walkway Bracket

: 590820
Weight: 13,3 kg
Code

: 590821
: 1,8 kg

Code
Weight

Attachment

Tie Rod DW 15

Safety Pin
: 590851

Pin
Code: 590850
Panel Fixture

Code: 590940

Code



Wall Panels

Corners

82,3
71,2
59,7
47,1
36,7
48,2
40,4
34,6
26,6
20,7
40,6
34,7
28,9
21,9
17,0

2700 x 900
2700 x 750
2700 x 600
2700 x 450
2700 x 300
1500 x 900
1500 x 750
1500 x 600
1500 x 450
1500 x 300
1200 x 900
1200 x 750
1200 x 600
1200 x 450
1200 x 300

590101
590105
590102
590103
590104
590120
590126
590121
590123
590122
590131
590135
590132
590133
590134

593101
593105
593102
593103
593104
593120
593126
593121
593123
593122
593131
593135
593132
593133
593134

Internal Corners

61,1
36,0
30,5
25,4

2700 x 300
1500 x 300
1200 x 300
900 x 300

590200
590202
590203
590204

593200
593202
593203
593204

External Angle

20,8
11,7
9,4
7,2

2700
1500
1200

900

590220
590221
590222
590223

593220
593221
593222
593223

Internal Hinge

70,2
40,2
32,9

2700
1500
1200

590241
590242
590243

593241
593242
593243

External Hinge

45,0
25,3
20,4

2700
1500
1200

593261
593262
593263

590261
590262
590263

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted

Weight
(kg)

Size
(mm) galvanized

CodeCode
painted



Clamp Standard L50

Clamp Adjustable L50

Alignment Waler

Joint Plate Channel

Crane Hook L50 with Chain

Filler Profile

Hexagon Nut DW 15

Counter Plate

Top Tie Rod Holder

Walkway Bracket

A-Frame Connector Assembly

Column Coupler L50

Filler Plate

Stabiliser

Transport Bracket Stop End Tie Holder

Code: 590300
Weight: 1,1 kg

: 590312
Average: 110 mm
Weight: 1,0 kg

Code

Sleeving Cone

: 421848Code

Plastic Sleeving

Code: 421847

Tie Rod DW 15

Code: 590301
Weight: 5,1 kg

Code: 590822
Weight: 11,3 kg

Code: 590310
Weight: 1,8 kg

Code: 590805
Weight: 1,6 kg

Code: 590811
Weight: 0,2 kg

Code: 590810
Weight: 0,4 kg

Code: 590801
Weight: 1,1 kg

: 590820
Weight: 13,3 kg
Code

: 590823
: 7,4 kg

Code
Weight

Size: 2700x50 mm
Code: 590281

Weight: 14,1 kg
Size: 1500x50mm

Code: 590282
Weight: 8,1 kg

Size: 1200x50mm
Code: 5902813
Weight: 6,6 kg

Size: 2700x350 mm
Code: 590271

Weight: 38,2 kg
Size: 1500x350 mm

Code: 590272
Weight: 19,8 kg

Size: 1200x350mm
Code: 590273

Weight: 17,4 kg
Safety Pin

: 590851
Pin

Code: 590850
Panel Fixture

Code: 590940

Code

Size: 500 mm
: 590721

: 7,6 kg
Code
Weight
Size: 800 mm
Code: 590722
Weight: 11,9 kg

Code Hook: 590311
Code Chain: 590736

Weight: ,6 kg4

Size: 3,0 m
: 2503530

Size

Code
Weight: 15,8 kg

: 4,5 m
Code: 2503545
Weight: 21,2 kg

Head

Body

Butt

Wing Nut L50

: 590821
: 1,8 kg

Code
Weight

Attachment




